**ADS-50**
304 Stainless Steel
Automatic Drain Trap

**Specifications:**
- Max Temperature: 450°F (232°C)
- Max Pressure: 250 PSIG (17 bar)
- Connections: 1/2” NPT inlet and outlet

---

**TV-25-700**
Timed Drain Valve

**Specifications:**
- Max. Temperature: 210°F (99°C)
- Max. Pressure: 700 PSIG (48 bar)
- Connections: 1/4” NPT

---

**DPI-25**
Differential Pressure Gauge

**Specifications:**
- Max. Temperature: 200°F (93°C)
- Max. Pressure: 800 PSIG (55 bar)
- Connections: Holes on M-Series housing must be predrilled

---

**TD-50**
Adjustable Timed Drain Valve

**Specifications:**
- Max Temperature: 150°F (66°C)
- Max Pressure: 600 PSIG (42 bar)
- Connections: 1/2” NPT inlet and outlet

---

**ADS-50**
304 Stainless Steel
Automatic Drain Trap

**Specifications:**
- Max Temperature: 450°F (232°C)
- Max Pressure: 250 PSIG (17 bar)
- Connections: 1/2” NPT inlet and outlet

---

**TV-25-700**
Timed Drain Valve

**Specifications:**
- Max. Temperature: 210°F (99°C)
- Max. Pressure: 700 PSIG (48 bar)
- Connections: 1/4” NPT

---

**DPI-25**
Differential Pressure Gauge

**Specifications:**
- Max. Temperature: 200°F (93°C)
- Max. Pressure: 800 PSIG (55 bar)
- Connections: Holes on M-Series housing must be predrilled

---

**Other options available:**
- BDPI-25 (DPI-25 with mounting brackets)
- DPS-25 (DPI-25 with SPST reed switch included)
- BDPS-25 (DPS-25 with mounting brackets)